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/AN 1 £ 4L 122.6" FIELD VERIFY S a 0
GENERAL ROOFING NOTES

I

+/- 120" FIELD VERIFY

L

+/- 182-0" FIELD VERIFY

/AN 1. REMOVE THE EXISTING BUILT-UP ROOF SYSTEM, INCLUDING, BUT NOT LIMITED T0, AGGREGATE, FELTS, INSULATION, 8. DO NOT STACK ROOFING MATERIALS OR OTHER EXCESSIVE LOADS ON THE ROOF.
W FLASHINGS, VENT BOARD, SHEET METAL CAPS, COPINGS, COUNTER-FLASING & TRIM.
+6.75" 9. ALL SHEET METAL JOINTS AND LAPS SHALL BE SOLDERED OR WELDED UNLESS THEY ARE COUNTERFLASHED, OR
BN 2. FIELD VERIFY ALL EXISTING ROOF RELATED DIMENSIONS AND CONDITIONS WHERE WORK 1S TO BE PERFORMED PRIOR ARE CALLED OUT TO BE PREFINISHED METAL, OR ARE OTHERWISE NOTED IN THE SPECIFICATIONS AND DRAWINGS.
T TO BIDDING; THIS INCLUDES, BUT IS NOT LIMITED TO, SLOPE OF EXISTING ROOF DECK, WIDTH OF EXISTING PARAPET
W WALLS, TOP OF WALL AND ROOF DECK ELEVATIONS, ETC. 10. CLEAN UP AND REMOVE ALL DEBRIS AND REFUSE FROM THE JOBSITE DAILY.
3. FIELD VERIFY THE QUANITY, TYPE AND APPROXIMATE SIZE OF LOCATED ON THE ROOF; THIS INCLUDES, BUT IS NOT 11, PROVIDE PROPER STORAGE AND PROTECTION AT JOBSITE FOR ALL EQUIPMENT AND MATERIALS.
/A LIMITED TO, MECHANICAL EQUIPMENT, PLUMBING PIPING AND VENTS, ELECTRICAL BOXES, CONDUIT AND LIGHTING
W FIXTURES, ANTENNA AND COMMUNICATIONS DEVICES, ETC. 12. RUN ALL CONDUIT AND UTILITY LINES UNDER ROOF INSULATION AND THRU CURB WALLS WERE FEASIBLE.
‘ﬁ § 4. ROOF RELATED DIMENSIONS MIGHT VARY SOMEWHAT FOR ALL TYPICAL CONDITIONS FROM THOSE SHOWN ON DETAIL | 13. REPLACE ALL RUSTED OR DAMAGED VENTS, CAPS, PIPES AND DUCTS.
W e DRAWINGS. CONTRACTOR SHALL PROVIDE LABOR AND MATERIALS NECESSARY TO MAKE MINOR ADJUSTMENTS TO ALL 2 y
. 5 FIELD CONDITIONS THAT CAN BE VERIFIED PRIOR TO BIDDING. 14, SIZE AND LOCATION OF MECHANICAL EQUIPMENT, VENTS AND ROOF DRAINS APPROXIMATE, FIELD VERIFY. . s "
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ADJACENT ROOF N.I.C. HIGHER ROOF N.I.C.
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NEW 2X TREATED TOP PLATE, EPOXY |/2"X4"
BOLT @ 24" O.C., RIP FOR SLOPE TO MATCH
ADJACENT PARAPET CAP

NEW CONT. PVC-COATED 22 GA. METAL
FLASHING FASTENED TO EXISTING
SUBSTRATE, CONT. OVER PARAPET ¢
OVERLAPPING ONTO BRIDGE

NEW 80 MIL. PVC SINGLE-PLY MEMBRANE,
FULLY ADHERED, EXTEND UP ¢ OVER PARAPET
¢ CONT. OVER BRIDGE

J

NEW CONT. 20 GA. GALV. METAL CLEAT, FASTENED W/
CORROSION RESIST. FASTENERS @ 12" O.C.

NEW 24 GA. PREFINISHED SHEET METAL FASCIA

NEW 2X TREATED TOP PLATE, EPOXY 1/2'x4" BOLT @
24" 0.C.

NEW CONT. PVC-COATED 22 GA. METAL FLASHING

NEW 80 MIL. PVC SINGLE-PLY MEMBRANE, FULLY
TADHERED

I
|
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\ NEW LAYER OF |-1/2" POLYISO. INSUL.
8”
FIELD VERIFY EXIST. CONC. ROOF DECK

——EXIST. CONC. PARAPET WALL

DS

BRIDGE PARAPET DETAIL

1-1/2"=1-0"

e —

NEW 80 MIL. PVC SINGLE-PLY MEMBRANE,
FULLY ADHERED, EXTEND CONT. ONTO
__ ADJACENT LOWER ROOF

NEW TAPERED INSULATION, SEE PLAN

NEW 2 LAYERS OF 2" POLYISO. INSULATION

EXISTING CONCRETE ROOF DECK/

| E—

'I_IOII

FIELD VERIFY

2 BRIDGE EDGE DETAIL

/210" o m—
NEW CONT. ICE ¢ WATER SHIELD
NEW 2-PIECE 24 GA. GALV. STANDING SEAM SHEET METAL EXPANSION JOINT COVER W/ 22 GA.
— ) GALV. CONT. METAL HOLD-DOWN CLIP W/ CORROSION RESISTANT FASTENERS @ &" O.C.
- — - | NEW TREATED 2X PONY WALL W/ STUDS @ 16" O.C.
=ﬂ'
T, NEW 1/2" TREATED PLYWOOD SHEATHING
(\%Iﬂ' 1
NEW CONT. PVC-COATED 22 GA. METAL FLASHING
=
/NEW 80 MIL PVC SINGLE-PLY MEMBRANE, FULLY ADHERED
/—NE\/\/ 2 LAYERS OF 2" POLYISO. INSULATION

B2

TYPICAL EXPANSION JOINT DETAIL
2'=1-0' e —

1

\\NEW LAYER 1-1/2" POLYISO. INSULATION
NEW CONT. PVC-COATED 22 GA. METAL

~| FLASHING, CONT. ONTO ADJACENT LOWER
ROOF
EXISTING CONCRETE BRIDGE DECK

EXISTING CONCRETE WALL

EXISTING CONCRETE ROOF DECK

NEW 22 GA. GALV. SHT. MTL. CAP HELD IN PLACE W/ 1/4" SCREWS W/ 5/8" NEOPRENE WASHERS @ 12" OC

NEW 20 GA. GALV. SHEET METAL COUNTER-FLASHING

NEW 22 GA. PVC-COATED METAL FLASHING W/ CORROSION RESISTANT FASTENERS @ &" O.C.

1/ 11-6"

NEW CONT. 20 GA. GALV. METAL CLEAT, FASTENED
W/ CORROSION RESIST. FASTENERS @ 12" O.C.

NEW 24 GA. PREFINISHED SHEET METAL STANDING
SEAM COPING SLOPED TO INSIDE K
NEW 2X TREATED TOP PLATE, EPOXY 1/2'x4" BOLT @z
24"0.C.

NEW CONT. 20 GA. GALV. METAL
CLEAT, FASTENED W/ CORROSION
RESIST. FASTENERS @ 12" O.C.

NEW 24 GA. PREFINISHED SHEET METAL
STANDING SEAM COPING SLOPED TO INSIDE

NEW 2X TREATED TOP PLATE, EPOXY |/2'x4"
BOLT @ 24" O.C.

;I_
——ﬁ: £ NEW CONT. PVC-COATED 22 GA. METAL FLASHING
oI U I~ /_FASTENED TO EXIST. SUBSTRATE, CONT. UP
/ . PARAPET ¢ WRAPPED OVER TOP
= |=
8” e §
FIELD VERIFY NEW 80 MIL. PVC SINGLE-PLY MEMBRANE, FULLY

ADHERED

NEW 2 LAYERS OF 2" POLY1SO. INSUL.

: xEXIST, CONC. ROOF DECK
EXIST. CONC. PARAPET WALL

D4

1-1/2"=1-

EXIST. STEEL PIPE
HANDRAIL TO REMAIN ¢
TO BE RE-PAINTED

NEW PVC-COATED 22
GA. METAL FLASHING

NEW TREATED 2X TOP
PLATE ANCHORED TO
TOP OF WALL

NEW 24 GA. PREFINISH.
SHEET METAL FASCIA

NEW 22 GA. GALV. MTL.
CLEAT, FASTENED W/
CORRISION RESIST.
FASTENERS @ 12" O.C.

Al

STAIR TOWER PARAPET DETAIL

OII

0 1'-6"

g e—

NEW CONT. SEALANT

NEW STAINLESS STEEL DRAW
/BAND

NEW MFG. SUPPLIED
PREFORMED PIPE FLASHING

NEW ROOFING MASTIC PER
MFG. STANDARD FOR
WARRANTY

NEW PVC-COATED 22 GA.
METAL FLASHING

| -1
I
o | 1 _

1

| = -

NEW 80 MIL PVC SINGLE-PLY

MEMBRANE, FULLY ADHERED
8" NEW LAYER OF |-1/2"

\_EXIST. CONC. ROOF DECK

FIELD VERIFY \ POLYISO. INSULATION

[ S~—FEXIST. CONC. WALL

C4

5”:1’_0”

RAILING FLASHING DETAIL

0 6" 9’

e e —

NEW CONT. SEALANT

NEW 22 GA. GALV. MTL. SURF. APPLIED REGLET W/
1/4" SCREWS ¢ 5/8" NEOPRENE WASHERS @ 8" O.C.

NEW CORROSION RESISTANT FASTENER @ 4" O.C.

22 GA. GALV. METAL COUNTER FLASHING

EXIST. CONC. WALL

5" MIN.

NEW PVC-COATED METAL FLASHING

NEW MFG. STANDARD FASTENING BAR, KEEP
ENDS 3" FROM EDGE OF CURBS

NEW 80 MIL. PVC, FULLY ADHERED

NEW 2 LAYERS OF 2" POLYISO. INSUL.

EXIST. CONC. ROOF DECK

2Il:17_OII

TYPICAL REGLET DETAIL

3" 6" 1/

e ey —

NEW CAST-IRON OVERFLOW ROOF DRAIN
¢ GRATE W/ 2" RING

NEW BASE FLASHING

NEW 80 MIL PVC , FULLY ADHERED

NEW 2 LAYERS 2" POLYISO. INSUL.

TYPICAL MECH

~

1-1/2"=1-0"

2)

ANICAL CURB DETAIL

2 e —

1/-6

EXISTING 2X WOOD FRAMING, RAISE AS REQD. FOR NEW INSULATION

NEW MFG. STANDARD FASTENING BAR, ENDS 3" FROM EDGE OF CURB

NEW 80 MIL. PVC MEMBRANE, FULLY ADHERED

NEW 2 LAYERS 2" POLYISO. INSUL.
EXISTING CONCRETE ROOF DECK

EXISTING CONCRETE ROOF DECK

TYPICAL OVERFLOW DRAIN DETAIL

5”:1’_0” 4

_/—NEV\/ CONT. PVC-COATED 22 GA.

METAL FLASHING FASTENED TO EXIST.
SUBSTRATE, CONT. UP PARAPET ¢
©|=  WRAPPED OVER TOP

I-10" =

FIELD VERIFY

NEW 80 MIL. PVC SINGLE-PLY
MEMBRANE, FULLY ADHERED

NEW TAPERED INSUL. SEE
ROOF PLAN

—~—NEW 2 LAYERS OF 2"
POLYISO. INSUL.

\\EXIST. CONC. ROOF DECK
T FXIST. CONC. PARAPET WALL

\

D5

BUILDING PARAPET DETAIL

1-1/2"=1-

OII

0 iy 1'-6"

g e—

EXISTING VENT PIPE, SIZE VARIES
CONT. SEALANT

STAINLESS STEEL DRAW BAND

ROOFING MFG. SUPPLIED PREFORMED
PENETRATION FLASHING

NEW 2 LAYERS 2" POLYISO. INSUL.

OOFING MASTIC PER MFG.
STANDARD FOR WARRANTY

NEW 80 MIL PVC , FULLY
ADHERED

EXISTING CONCRETE ROOF DECK

CH

TYPICAL VENT/PIPE DETAIL

5”:1’_0”

0

EXISTING VENT, FIELD VERIFY

NEW 22 GA. GALV. SHEET METAL FLASHING W/ 1/4"

SCREWS ¢ 5/8" NEOPRENE WASHERS @ &" O.C.

— NEW 20 GA. GALV. METAL COUNTER-FLASHING

NEW CONT. 22 GA. PVC-COATED METAL FLASHING
W/ CORROSION RESISTANT FASTENERS @ 12'0.C.

J
4
8" MIN.

NEW PVC-COATED METAL FLASHING

EXISTING 2X WOOD FRAMING, RAISE AS REQD.
FOR NEW INSULATION

NEW MFG. STANDARD FASTENING BAR, KEEP ENDS

3" FROM EDGE OF CURB B

NEW 80 MIL. PVC, FULLY ADHERED

NEW 2 LAYERS 2" POLYISO. INSULATION

EXISTING CONCRETE ROOF DECK

TYPICAL VENT CURB DETAIL

2Il:17_OII

0 6" 1/

e ey —

NEW CAST-IRON ROOF DRAIN ¢ GRATE

NEW BASE FLASHING

NEW 80 MIL PVC , FULLY ADHERED

NEW 2 LAYERS 2" POLYISO. INSUL.
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